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A 300/500 volt low smoke zero halogen (LSOH) insulated and
sheathed flexible cable with aluminium foil and tinned copper wire
braid, providing protection from electromagnetic interference (EMI)
and reducing electromagnetic radiation (EMR).

The dual screened construction ensures electromagnetic
compatibility (EMC). LSOH compounds protect both people and
equipment in fire conditions.

Plain copper class 5 conductor with LSOH insulation number coded,
or colour coded, with green yellow CPC. Cores twisted together
with aluminium foil tape and tinned copper wire braid.

Generally to VDE 0812 0814 0245 BS EN 50525-1
BS EN 50525-2-51 BS EN 50525-3-11

300/500v
4000v

-30°C to +80°C
-5°C to +70°C

8 times overall diameter (Static)
15 times overall diameter (Flexing)

4F3A & 4F3B
BS EN 60332-3-24 CAT C
BS EN 50267-2

BS EN 61034-2
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Cores x Nom OD Weight
mm? mm kg / km
256015 5:il0 34
3x0.5 5.40 44
4x0.5 6.00 56
5x0.5 6.50 67
73 7.00 83
12x0.5 9.20 134
2005 5.50 41
3x0.75 6.00 56
4x0.75 6.50 70
5x0.75 7.00 83
7 x0.75 7.60 104
12:x.0.75 10.00 170
18 x0.75 12.20 260
25x0.75 14.30 347
2x1.0 6.10 52
3x1.0 6.40 66
4x1.0 7.00 82
5x1.0 7.60 100
7x1.0 8.40 130
12x1.0 11.20 217
18x 1.0 13.20 315
2x1.5 6.70 64
3x1.5 7.10 85
4x15 7.70 106
5x1.5 8.60 134
7x1.5 9.30 170
12 x31E5 12.70 292
18x 1.5 14.90 423
2x25 8.10 97
3x25 8.60 128
4x25 9.40 162
5x25 10.40 204
225 11.50 269
3x4.0 10.30 188
4x4.0 15250 247
5x4.0 12.70 309
3x6.0 11.80 262
4x6.0 13.10 341
5x6.0 14.60 429
4x10.0 16.70 570
4x16.0 18.80 810
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Table 4F3A

Flexible cords, non-armoured (Copper Conductors)

CURRENT-CARRYING CAPACITY (amperes): and MASS SUPPORTABLE (kg):

Conductor Current carrying capacity Maximum mass
Cross sectional supportable by
area twin flexible
cord
Single-phase | Three-phase | (see regulations
a.c. a.c. 522.7.2 &
559.6.1.5)
(mm?) (A) () (kg)
0.5 3 3 2
0.75 6 6 3
1 10 10 B
1.25 13 - 5
15 16 16 5
25 25 20 5
4 32 25 5

RATING FACTOR FOR AMBIENT TEMPERATURE

60°C thermoplastic or thermosetting insulated cords:

NOTES:
Where cable is on a reel see the
notes to Table 4F1A

RATING FACTOR FOR AMBIENT TEMPERATURE

180°C thermosetting insulated cords:

Ambient

Temp (°C) 35 40 45 50 | 55
Rating
Faclor 0.91 0.82 | 0.71 | 0.58 | 0.41

Ambient

Tomn ) |810120[ 125 | 130 | 135 | 140 [ 145
T 10 |096 085|074 060|042
B ! 96 | 0.85 | 0.74 | 0.60 | 0.

RATING FACTOR FOR AMBIENT TEMPERATURE

90°C thermoplastic or thermosetting insulated cords:

RATING FACTOR FOR AMBIENT TEMPERATURE

Glass fibre cords:

Ambient

Temp (°C) 35t050 | 55 | 60 | 65 | 70 -
Rating

Factor 1.0 0.96 | 0.83 | 0.67 | 0.47

Ambient 65 70 75
Temp (°C) 3510150 | 155 | 160 | 1 1 1
Factor ’ ’ ' ' . .
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TABLE 4F3B
Flexible cords, non-armoured (Copper Conductors)

VOLTAGE DROP (per ampere per metre)

Conductor operating temperature: 60°C*

Conductor d.cor Three-phase NOTES:
Cross sectional Single-phase AL * The tabulated values above are for 60°C thermoplastic or

area a.c. thermosetting insulated flexible cords and for other types of
flexible cords they are to be multiplied by the following factors:

90°C thermoplastic or thermosetting insulated 4
180°C thermosetting insulated 1.31
185°C glass fibre 1.43

(mm?) (mV/A/m)
93
62
46

(mV/A/m)
80
54
40

1.25 37 =
15 32 27
25 19 16

4 12 10
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