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A 300/500 volt flexible control cable with lateral steel suspension
- members for remote overhead crane or hoist applications from
push button controls. The cable is suitable for indoor or outdoor
application being moisture, UV and ozone resistant. The
construction can be used where the hanging cable length does not
~ exceed 50m.

~ CONSTRUCTION

Plain copper class 5 conductor, cross linked polyethylene ( XLPE)
insulated with number coding with or without green yellow CPC.
The cores are twisted together and PVC sheathed along with the
steel suspension members producing a figure 8 construction.

TECHNICAL DATA

Nominal Voltage 300/500v

Test Voltage 2000v

Operating Temperature Mobile -25°C to +60°C

Bending Radius 10 x Overall Diameter

Current Rating Table 4F3A & 4F3B
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PENDANT CABLE DIMENSIONS

Cores x Nom Dim Weight
mm? mm kg / km
5155 20.0 x 9.5 211

8x1.5 24.0 x 12.5 302

215 24.0 x 12.5 350

16 x 1.5 25.5 x 14.5 440

20x 1.5 27.0 x 15.5 520

30x 1.5 30.0 x 19.0 700

|
Gateshead Manchester



-

UKcab es

Table 4F3A
Flexible cords, non-armoured (Copper Conductors)

CURRENT-CARRYING CAPACITY (amperes): and MASS SUPPORTABLE (kg):

NOTES:

Conductor Current carrying capaci Maximum mass .
YHig capacity Where cable is on a reel see the

Cross sectional supportable by

area twin flexible notes to Table 4F1A

cord
Single-phase | Three-phase | (see regulations

a.c. a.c. 52272 &
559.6.1.5)
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RATING FACTOR FOR AMBIENT TEMPERATURE RATING FACTOR FOR AMBIENT TEMPERATURE —

60°C thermoplastic or thermosetting insulated cords: 180°C thermosetting insulated cords:

Ambient Ambient —
Temp (°C) 35 40 45 50 | 55 Temp (°C) 35t0120 | 125 | 130 | 135 | 140 | 145 =
Rating Rating ——

Factor : 2 : Factor 1.0 0.96 | 0.85 | 0.74 | 0.60 | 0.42 —

RATING FACTOR FOR AMBIENT TEMPERATURE RATING FACTOR FOR AMBIENT TEMPERATURE

90°C thermoplastic or thermosetting insulated cords: Glass fibre cords: =

Ambient Ambient —
Tomp ) | 351050 [ 55 | 60 | 65 70 | - Tomp () | 510150 165 | 160 | 165 | 170 [ 175 =
Rating 10 |096|0s83|067|047| - Raiing 10 |092|082| 071057040 —
bl . 96 | 0.83 | 0.67 | 0. L ! 92 082|071 057 0. =
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PVC OVERHEAD PENDANT CABLE

TABLE 4F3B
Flexible cords, non-armoured (Copper Conductors)

VOLTAGE DROP (per ampere per metre) Conductor operating temperature: 60°C*

Conductor d.cor Three-phase NOTES:
Cross sectional | Single-phase | a.c. * The tabulated values above are for 60°C thermoplastic or

area ac. thermosetting insulated flexible cords and for other types of
flexible cords they are to be multiplied by the following factors:

90°C thermoplastic or thermosetting insulated 1.09

180°C thermosetting insulated 1.31

(mm2) (mV/A/m) (mV/A/m) | 185°C glass fibre 1.43
0.5 93 80
0.75 62 54
1 46 40

1.25 37 -

15 32 27
25 19 16
4 12 10
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